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BRM1003-Alloy Powder Type

Overview Of BRM1003-Series

2019/7/5

Molding Power Inductor

Molding inductors from BING-RI are SMD power inductors characterized by a small- and low-

profile and Closed magnetic circuit structure. Molding power inductors are available in a number

of series:
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BRM 1003 100 M

M tolerance±20%

Inductance

Dimensions Aolly Powder Clip

Product Name

BRM 1003 101 M

Series name

L*W*T

Dimensions

(mm)

Inductance

(uH)at100KHz
M tolerance

Alloy

Molding
11.6*10.1*3.0 100 ǰ20%

`

Reel

Dimensions

Package

quantity

Operating

Temperature

ʕ

Storage

Temperature

ʕ

 (mm)  (pieces/reel)

ï40 to +125 ï40 to +125 ø330 1,000
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BRM

BRM1003-Series
2019/7/5

Part Numbering System

̑ OPERATING TEMPERATURE RANGE, PACKAGE QUANTITY.

̑ PART NUMBER CONSTRUCTION

Type

Temperature range
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TYPE A B C D E

BRM1003 11.6 Max 10.1 ǰ 0.3 3.0 Max 2.5 ± 0.5 3.0 ǰ 0.5
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BRM1003-Series
2019/7/5

FIG

2
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Inductance(uH)
Irms

(TYP) A

Isat

(TYP) A

0.22±20% 1.07 1.20 30.00 50.00

0.33±20% 1.30 1.60 23.00 32.00

0.36±20% 1.30 1.60 23.00 28.00

0.47±20% 2.10 2.50 23.00 26.00

0.56±20% 2.40 3.00 22.00 24.00

0.68±20% 2.90 3.40 21.00 23.00

1.00±20% 5.50 6.00 15.00 21.00

1.50±20% 6.50 7.50 12.00 18.00

2.20±20% 8.00 9.00 11.00 12.00

3.30±20% 14.50 16.00 9.00 12.00

6.80±20% 20.50 25.00 7.00 10.00

8.20±20% 27.00 30.00 6.00 10.00

10.0±20% 30.00 35.00 5.50 7.50

12.0±20% 35.00 45.00 5.00 7.00

15.0±20% 50.00 55.00 4.50 6.50

18.0±20% 59.00 65.00 4.00 5.00

22.0±20% 90.00 99.00 3.00 4.00
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BRM1003-8R2M

BRM1003-R22M

BRM1003-R33M

BRM1003-R47M

BRM1003-R56M

BRM1003-R68M

BRM1003-1R0M

BRM1003-1R5M

BRM1003-R36M

BRM1003-Series

Specication Table

BR P/N

BRM1003-2R2M

BRM1003-3R3M

BRM1003-6R8M

DCR (mɋ)

Typ.                 Max.

BRM1003-100M

BRM1003-120M

BRM1003-150M

BRM1003-180M

BRM1003-220M

Remark:

1.Inductance Tested at 100kHz,1Vrms (25ʕ)

2. Isat: DC current at which the inductance drops approximate 30% from its value

without current;

3. Irms: DC current that causes the temperature rise (̎T =40°C ) from 25°C ambient.

4. Operating Temperature : -40ʕ ~ +125ʕ
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BRM1003-Series

Realiability Test

BINGRI 

LAPEL 

REEL 
CARRIER 
TAPE 

COVER TAPE 

PAPER 
TAPE 



W A0 B0 K0 D P A B C

24 10.7 11.4 3.3 1.5 16 330 100 13 4000
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Packaging For Product

Quantity

(Pcs/Reel)

Reel Dimension (mm)Tape Dimension (mm)

BRM1003

Type
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